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QUESTION 1

Scenario: A NetScaler engineer needs to enable access to some web servers running on an IPv6- only network. The
clients connecting the services are on an IPv4 network. The engineer has already enabled IPv6 on the NetScaler. 

What does the engineer need to do in order to provide access to the services on the IPv6 network? 

A. Create an IPv6 tunnel and a IPv4 virtual server. 

B. Configure an IPv6 VLAN and bind the required interface. 

C. Create a IPv4 virtual server and bind the service group to it. 

D. Create an IPv6 ACL and a IPv4 virtual server and bind the ACL to the virtual server. 

Correct Answer: C 

 

QUESTION 2

Scenario: A company is using Citrix NetScaler VPX for publishing internal resources using Citrix Access Gateway with
Smart Access. Since the number of users has increased the company wants to migrate from Citrix NetScaler VPX to
Citrix NetScaler MPX. The engineer is running a parallel installation of the Citrix NetScaler MPX and now needs to
transfer the Citrix Access Gateway Universal Licenses from a Citrix NetScaler VPX to a Citrix NetScaler MPX platform. 

How should the engineer transfer the Citrix Access Gateway Universal License files from the VPX to the MPX? 

A. Backup the /nsconfig directory from the Citrix NetScaler VPX using SCP, restore the /nsconfig directory to the Citrix
NetScaler MPX using SCP. 

B. Download the Access Gateway Universal License file(s) from the Citrix NetScaler VPX using SCP. Upload the
Access Gateway Universal License file(s) to the Citrix NetScaler MPX using SCP. 

C. Logon to www.MyCitrix.com, return the Citrix Access Gateway Universal License file(s), reallocate the Citrix Access
Gateway Universal License file using the hostname of the Citrix NetScaler MPX. 

D. Logon to www.MyCitrix.com, return the Citrix Access Gateway Universal License file(s), reallocate the Citrix Access
Gateway Universal License file using the MAC Address of the Citrix NetScaler MPX. 

Correct Answer: C 

 

QUESTION 3

Scenario: An engineer configures two NetScaler appliances in a high availability (HA) pair. As part of a monthly health
check, the engineer attempts to log on to the second node of the HA pair and is unable to access the management IP
Address. The engineer logs on to the first NetScaler node and verifies that HA is working and operational. What does
the engineer need to do to resolve this problem? 

A. Create an ACL to allow access to the NSIP of the second node. 

B. Add a SNIP for the Management IP Address of the second node. 
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C. Ensure that HA Route Monitors have been configured for the second node. 

D. Change the NSRoot password back to default then log on to the second node. 

Correct Answer: A 

 

QUESTION 4

Scenario: An engineer has a NetScaler system with NSIP 192.168.10.1 with subnet mask 255.255.0.0. The company
changed the IP network to use subnet mask 255.255.255.0. Which two commands could the engineer run to modify the
subnet mask of the NSIP? (Choose two.) 

A. ifconfig 

B. configns 

C. set ns ip 

D. add ns ip 

Correct Answer: BC 

 

QUESTION 5

A. SSL offloading 

B. Integrated caching 

C. EdgeSight Monitoring 

D. Direct Server Return Mode 

Correct Answer: D 
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