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QUESTION 1

What is the first step that the Enterprise Layer Manager (ELM) server takes when creating application layers? 

A. Once the engineer manually creates the packaging machine, the ELM server initiates a connection to the packaging
machine 

B. Once a packaging machine is created, the next step is to finalize the targeted installation, using the application
layering finalization software 

C. Once the process to create a layer is initiated from the Layering Management Console, the ELM server then uses a
connector to build a packaging machine 

D. Once the packaging machine is finalized, any application installation or configuration should be performed and
completed 

Correct Answer: C 

 

QUESTION 2

Scenario: A Citrix Engineer is administering a Citrix Virtual Apps and Desktops environment consisting of multiple
zones, including a Primary zone and two Satellite zones. Both the Primary and Satellite zones contain just a single
Delivery Controller. Recently, the Virtual Delivery Agent (VDA) machines in the Primary zone experienced failures with
registration, resulting in many users being unable to access resources for several days. 

With minimal administrative effort, the engineer should add a second Delivery Controller to ___________ to prevent this
issue from occurring. 

A. the Primary zone location 

B. one of the Satellite zones 

C. the Primary zone and both Satellite zones 

D. both Satellite zones, but NOT the Primary zone 

Correct Answer: A 

 

QUESTION 3

A Citrix Engineer is looking for ways to secure the Virtual Delivery Agent (VDA) in the Citrix Virtual Apps and Desktops
environment. 

Which three steps should the engineer follow to secure the VDA? (Choose three.) 

A. Add the certificate on Citrix Gateway 

B. Enable TLS on the Delivery Controllers 

C. Add the certificate to the VDA 
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D. Enable TLS on the VDA 

E. Add the certificate on the StoreFront server 

Correct Answer: ADE 

 

QUESTION 4

Scenario: A Citrix Engineer has two datacenters: Site A, the main datacenter and Site B, the secondary datacenter.
Both datacenters have Citrix App Layering 4.3 installed. 

How can the engineer ensure that all layers are available in Site A and Site B? 

A. Reconfigure ELM Site A and ELM Site B to use DFSR for all layers 

B. Configure layer synchronization directly between ELM Site A and ELM Site B using the Citrix App Layering console 

C. Export all the Standard Layers directly from ELM Site A to ELM Site B and export all other layers to a Windows
Share, then import them to Site B 

D. Export all layers from ELM Site A to a Windows Share, then import them to Site B 

Correct Answer: A 

 

QUESTION 5

Scenario: A Citrix Engineer is managing a large environment with multiple locations. The setup is as follows: 

-The setup has a single Citrix Virtual Apps and Desktops site with multiple zones such as a Primary zone 

and 3 Satellite zones. 

-Virtual Delivery Agents (VDAs) are available for all applications in all 3 Satellite zones. 

-An application \\'app1\\' has its application database located in Satellite zone. 

-As a sovereign mandate, it is desirable that this application database should NOT be accessible from 

zones 2 and 3. 

-The application does NOT create any database cache and cannot work if the database is NOT 

reachable. 

-The outage is acceptable for complying with the sovereign mandate. 

Which zone preference should the engineer configure to achieve this setup? 

A. Mandatory application home to Satellite zone 1 

B. User home to Satellite zone 1 

C. Mandatory user home to Satellite zone 1 
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D. Application home to Satellite zone 1 

Correct Answer: D 
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