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QUESTION 1

Refer to the exhibit. 

How many nodes are represented on the network map shown? 

A. Four 

B. Three 

C. One 

D. Two 

Correct Answer: B 

 

QUESTION 2

Administrative user accounts have been defined on the remote LDAP server and are unable to log in to the BIG-IP
device. Which log file should the BIG-IP Administrator check to find the related messages? 

A. /var/log/secure 

B. /var/log/messages 

C. /Nar/log/ltm 

D. /var/log/user.log 

Correct Answer: A  

 

QUESTION 3

How is MAC masquerading configured? 
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A. Specify the desired MAC address for each VLAN for which you want this feature enabled. 

B. Specify the desired MAC address for each selfIP address for which you want this feature enabled. 

C. Specify the desired MAC address for each VLAN on the active system and synchronize the systems. 

D. Specify the desired MAC address for each floating selfIP address for which you want this feature enabled. 

Correct Answer: A 

 

QUESTION 4

A BIG-IP Administrator assigns the default http health monitor to a pool that has three members listening on port 80
When the administrator connects to each pool member via the CURL utility, two of the members respond with a status
of 404 Not Found while the third responds with 200 OK. What will the pool show for member availability? 

A. All members offline. 

B. Two members offline and one member online. 

C. Two members online and one member offline. 

D. All members online. 

Correct Answer: D 

 

QUESTION 5

A standard virtual server is defined with a pool and a SNAT using automap. All other settings for the virtual server are at
defaults. When client traffic is processed by the BIG-IP, what will occur to the IP addresses? 

A. Traffic initiated by the pool members will have the source address translated to a self-IP address but the destination
address will not be changed. 

B. Traffic initiated to the virtual server will have the destination address translated to a pool member address and the
source address translated to a self-IP address. 

C. Traffic initiated by selected clients, based on their IP address, will have the source address translated to a self-IP
address but the destination will only be translated if the traffic is destined to the virtual server. 

D. Traffic initiated to the virtual server will have the destination address translated to a pool member address and the
source address translated to a self-IP address. Traffic arriving destined to other destinations will have the source
translated to a self-IP address only. 

Correct Answer: B 
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