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QUESTION 1

What is the primary reason for assigning role-based communities to routes advertised by different nodes? 

A. Perform policy based routing 

B. Prevent routing loops 

C. Reduce complexity 

D. Route filtering 

Correct Answer: D 

Reference:
https://www.cisco.com/c/dam/en/us/td/docs/solutions/Enterprise/Mobility/EPN/4_0/EPN_4_System_Concept_Guide.pdf 

 

QUESTION 2

What does virtualization of the core route reflectors do? 

A. limit the availability 

B. does not enhance resiliency 

C. enhance resiliency or availability 

D. adds complexity 

Correct Answer: C 

 

QUESTION 3

Which three clock types can an ASR920 router be configured as? (Choose three.) 

A. Boundary clock 

B. Clock 

C. Ordinary clock 

D. Regular clock 

E. Transparent clock 

F. Ordinary, Regular 

Correct Answer: ACE 

 

500-240 Practice Test | 500-240 Exam Questions | 500-240 Braindumps                                2 / 3

https://www.pass2lead.com/500-240.html
https://www.pass2lead.com/500-240.html
https://www.pass2lead.com/500-240.html


https://www.pass2lead.com/500-240.html
2024 Latest pass2lead 500-240 PDF and VCE dumps Download

QUESTION 4

In a Unified MPLS for IP MBH context, what are pre-aggregation nodes? 

A. are route reflector clients of the Core Route reflector 

B. are route reflector clients of the core node ASBR 

C. are route reflector clients of the core node ABR 

D. are all route reflector 

Correct Answer: C 

 

QUESTION 5

SyncE clocking is provided at what OSI layer? 

A. Layer 3 

B. Layer 2 and 3 

C. Layer 1 

D. Layer 2 

Correct Answer: C 
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