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QUESTION 1

On the VRP interface, you cannot use the command delete or unreserved vrpcfg.zip to delete files. 

You must empty them in the recycle bin to thoroughly 

Delete Files. 

A. Correct 

B. Error 

Correct Answer: B 

 

QUESTION 2

Which of the following statements are correct? (Choose two) 

A. A single collision domain exists between RTA and SWC. 

B. A single broadcast domain exists between SWA and SWB. 

C. A single collision domain exists between SWA and SWC. 

D. A single broadcast domain exists between SWA and SWC. 

Correct Answer: CD 

 

QUESTION 3

.VRP supports OSPF multi-process. If no process number is specified, the default process number is (). 

A. 0 

B. 1 

C. 10 

D. 100 

Correct Answer: B 

 

QUESTION 4

Which of the following address types are of IPv6 addresses? 

A. Unicast address 

B. Anycast address 
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C. Multicast address 

D. Broadcast address 

Correct Answer: ABC 

 

QUESTION 5

To establish multiple PPP point-to-point connections in the Ethernet network, a PPPoE server establishes connections
with multiple PPPoE clients on one Ethernet port. How does PPPoE differentiate between each connection? 

A. MAC address. 

B. IP address and MAC address 

C. MAC address and ppp-id 

D. MAC address and session-id 

Correct Answer: D 
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