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QUESTION 1

[Huawei]rip 1 [Huawei-rip-1]version 2 Refer to the command output. An administrator wishes to configure RIP. Which
other command needs to configured for RIP routes to be advertised? 

A. import-route GigabitEthernet 0/0/1 

B. network 192.168.1.0 0.0.0.255 

C. network GigabitEthernet 0/0/1 

D. network 192.168.1.0 

Correct Answer: D 

 

QUESTION 2

There is a TTL field in the header of the IP packet. The correct statement about this field is () 

A. The length of this field is 7 digits. 

B. This field is used for packet fragmentation. 

C. This field is used for packet anti-ring 

D. This field is used to prioritize the packet data packet. 

Correct Answer: C 

 

QUESTION 3

Refer to the graphic. 
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Host A and Host B use VLAN routing to facilitate communication. When interface G0/0/1.2 of RTA receives a frame from
Host B, what will RTA do? 

A. RTA will immediately forward the frame via interface G0/0/1.1. 

B. RTA remove the VLAN tag before forwarding the frame. 

C. RTA will remove the VLAN tag and add a new tag for VLAN10 before forwarding the frame. 

D. RTA will discard the frame. 

Correct Answer: B 

 

QUESTION 4

An Ethernet frame is captured by network protocol analyzer tool and the value of Type/Length field is 0x0800. Which of
the following statements about the frame are correct? (Choose two) 

A. The frame structure of the frame is Ethernet_II 

B. The frame structure of the frame is 802.3 

C. Its upper layer protocol is IP 
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D. Its upper layer protocol is IPX 

Correct Answer: AC 

 

QUESTION 5

Which of the following storage media are commonly used by Huawei routers? (multiple choice) 

A. SDRAM 

B. NVRAM 

C. Flash 

D. Hard Disk 

E. SD Card 

Correct Answer: ABCE 

H12-211 PDF Dumps H12-211 Practice Test H12-211 Braindumps

Powered by TCPDF (www.tcpdf.org)

H12-211 PDF Dumps | H12-211 Practice Test | H12-211 Braindumps                                4 / 4

https://www.pass2lead.com/h12-211.html
https://www.pass2lead.com/h12-211.html
https://www.pass2lead.com/h12-211.html
http://www.tcpdf.org
https://www.pass2lead.com/h12-211.html
https://www.pass2lead.com/h12-211.html
https://www.pass2lead.com/h12-211.html

