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QUESTION 1

STP root switch priority range is 0 65536 

A. Yes 

B. Wrong 

Correct Answer: B 

 

QUESTION 2

A user can view the information for the RIP protocol on a router. What does "Age time" in the returned result of the
command mean? 

A. The interval of updating an RIP packet 

B. The aging time of an RIP route 

C. The suppression time of an RIP route 

D. The time spent on switching between RIP routes 

Correct Answer: B 

 

QUESTION 3

Which of the following statements about gratuitous ARP packets are true? (Choose two) 

A. A system can determine whether conflicting IP addresses are used by sending a gratuitous ARP packet 

B. A gratuitous ARP packet uses the same format as an ARP request packet. 

C. A gratuitous ARP packet can help to update an IP address. 

D. A gratuitous ARP packet uses the same format as an ARP reply packet. 

Correct Answer: AB 

 

QUESTION 4

Which of the following commands can be used to display the routing table on a Quidway router? 

A. display ip path 

B. display ip routing-table 

C. display interface 
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D. display current-configuration 

Correct Answer: B 

 

QUESTION 5

The users who log on the router through Telnet are not permitted to configure IP address. What is the possible reason? 

A. Communication failures occur between the user and the router. 

B. The authentication mode of Telnet is set incorrectly. 

C. Privilege level of Telnet is set incorrectly. 

D. SNMP parameters are set incorrectly. 

Correct Answer: C 
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