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QUESTION 1

In VRP, by default, a BGP router automatically retransmits an update packet to its peers after the outbound routing
policy for the BGP peers changes. 

A. TRUE 

B. FALSE 

Correct Answer: A 

 

QUESTION 2

An OSPF neighbor relationship fails to establish and the OSPF error information is displayed as follows. Which of the
following is most likely the cause? 

A. Router IDs conflict. 

B. Area IDs are mismatched. 

C. Network masks are inconsistent. 

D. Authentication types are inconsistent. 

Correct Answer: A 

 

QUESTION 3

What is the default LOCAL_PREF and PREFERRED-VALUE assigned to routes in a VRP system? 

A. 0,32768 

B. 100,0 

C. 255,100 

D. 32768,0 

Correct Answer: B 

 

QUESTION 4

What is the maximum number of hosts that a network segment 192.168.2.16/28 can support? 

A. 16 

B. 8 

C. 15 
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D. 14 

E. 7 

Correct Answer: D 

 

QUESTION 5

Which of the following problems can be solved by IGMP Snooping? 

A. Receiver hosts support only IGNPv2, but only the SSM model is used on the network. 

B. A router receives large quantities of IGMP Report messages due to the existence of large number of hosts on the
network. 

C. Broadcasting of multicast data on Layer 2 devices. 

D. Validity of IGMP Report messages. 

Correct Answer: C 
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