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QUESTION 1

Which of the following statements about Prefix Segment is wrong? () 

A. Prefix Segment spreads to other network elements through the IGP protocol, which is globally visible and effective 

B. Prefix Segment needs to be configured manually 

C. Prefix Segment is used to identify a destination address prefix in the network (Prefix) 

D. Prefix Segment can be automatically allocated by IGP 

Correct Answer: D 

 

 

QUESTION 2

How many bits are there in the VLAN ID in the VLAN format defined by IEEE802.1Q? () 

A. 12 

B. 6 

C. 10 

D. 8 

Correct Answer: A 

 

 

QUESTION 3

The information shown in the figure is the port status information displayed on a switch running STP. According to this
information, what is wrong in the following description? () (Single-choice question) 

A. The priority of this switch is 0 

B. This network may only contain this switch 

C. This switch may be connected to 6 other switches 
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Correct Answer: B 

 

 

QUESTION 4

The network management system can only view the operating status of the device through the SNMP protocol, but
cannot issue the configuration () 

A. True 

B. False 

Correct Answer: B 

 

QUESTION 5

Protocol Priority Switch A. and Switch B. adopt LACP mode link aggregation, and all interfaces join the link aggregation
group. At the same time, set the maximum number of active ports to 3. Then which port of switch A is not an active
port? () 

A. G0/0/1 

B. G0/0/3 

C. G0/0/0 

Correct Answer: C 
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